=, 50 Ohm SMA-Female Band Pass Filter From 2.3 to 3.4GHz Rated at
Pan d A DCE to 70 GHz oo

MICROWAVE Broadband RF Components 1 Watts (CW)

Band Pass Filter

Design Cavity filter 2.85GHz Band Pass Fllter
e Freq. Range : 2.3-3.4GHz
Center Freq. 2.85 GHz i e
S/ N:F190428 No.: 001
Freq. Range 2.3-3.4GHz
P/N BPF02300340-S_A
ID FO0568

2.3 to 3.4GHz Band Pass Filter Technical Data Sheet BPF02300340-S_A
Features

e Design : Cavity e Phase linearity and Amplitude matching

e Stainless Steel Connectors e RoHS and REACH Compliant

e Low Insertion Loss e High Rejection

Electrical Specifications

# : Electronic Specification Note : Values at 25deg , sea level. Test indicators will deteriorate at high and low temperature ;

2.3 3.4 GHz

Freq. Range
Center Freq. 2.85 GHz
Bandwidth 1100 MHz
Insertion Loss 1.5 2.0 dB
Ripple 1.0 dB
Return Loss 9.5 14 dB
Group delay - ns -
Group Delay Variation - ns -
Phase Linearity - deg -
Amplitude Matching - dB -
PIM - dBm -
Rejection 20@2.28&3.5GHz 40@2.158&3.55GHz 60@DC-2.1&3.6GHz [dB min]
Power 1 w
Operating Temp. -45 +85 °C Relative Humidity 5 to 95%

Additional Conditions
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iﬁa’nda DC to 70 GHZ 50500 50 Ohm SMA-Female Band Pass Filter From 2.3 to 3.4GHz Rated at
Broadband RF Components 1Watts (CW)

MICROWAVE

Mechanical Specifications

Cavity Material Aluminum
Dimension L*W*H 108*38*10.5 mm

Input Connector SMA-Female Stainless Steel

Stainless Steel

Output Connectors SMA-Female
Weight 120 g
Finishing Paint Black
Environment 4 Nominal
RoHS and REACH Compliant v

Outline Drawing

Dimensions are in mm [Inches]
Tolerances : Outline drawing: +£0.2 [0.008],
Hole: £0.2 [0.008]
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"‘Pan da DC to 70 GH2Z isos00: 50 Ohm SMA-Female Band Pass Filter From 2.3 to 3.4GHz Rated at
MICROWAVE Broadband RF Components lwatts (Cw) TeSt Curve

File TracefChan Response Marker/Analysis Stimulus Utility Help

Channel 1 IF Bandwidth [500 Hz =
Tr 1 S$11 SWR 05000/ 1.00U B 521 LogM 10.00dB/ 0.00dB

Tr 3 $12 LogM 0.500dB/ 0.00dB Tr 4 $22 SWR 0.500U/ 1.00U
0.00 I(& 7 1: ,ﬂ\ 2.3DE GHz 107'|| ® Log Mag
2:| 2 |3.400 GHz 1.11
10.00 WW%W ; 230D GHz | -047 dB
' v 2: 3.40D GHz 061 dB| |IE-E o
3| 5\ [[285p GHz | -0.34 dB ase
-20.00 4. 200 GHz -41.66 dB
5: 50p GHz  |-40.73 dB
6: 150 GHz  |-6761dB| | ¢ Delay
-30.00 £ 3500 GH= -f5 70 dB
8: 10p GHz  |-88.16 dB
=9 60D GHz  |-84.22 dB _
-40.00 1; 2300 GHz 0444g] | € Smith
2: 0p GHz 059 dB
3: 850 GHz -0.29 dB
-50.00 1: 2 300 GH= 954 | ¢ polar
/ 2: a.in GHz 1.13
-60.00
A[ g ¢ Lin Mag
70.00 i
f ¢ SWR
-80.00 j ‘?
More b
-90.00
o000 Lt L e AN A IR
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Lﬁanda DC to 70 GHZ 1050 50 Ohm SMA-Female Band Pass Filter From 2.3 to 3.4GHz Rated at

MicRowave Broadband RF Components 1Watts (CW)

Simulation Curve
P/N: BPF02300340-S_A
Freq. Range : 2.3 - 3.4 GHz
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