
50 Ohm SMA­Female Band Pass Filter From 3 to 5.5GHz Rated at
 5Watts ; VER. : A

 

 

  3 to 5.5GHz Band Pass Filter  BPF03000550­S
 
 

1, Configuration
 

3 ­ 5.5 GHz,SMA­Female Band Pass Filter ; 

Low Insertion Loss 2.0dB ;  

High Rejection; 

Operating Temperature: ­40 to +70℃
 

2, Specifications   ˄Electrical Specifications measured in a 50Ω system, Values at 25 ℃˅
 

Parameter Unit Specification Parameter Unit Specification

Freq. Range GHz / 3 - 5.5 Operating Temp. ℃ -40 to +70

Impedance Ω / 50 ROHS Compliant / Yes

Center Freq. GHz / 4.25 Input  Connectors / SMA-Female

Bandwidth MHz Type 2500  Output Connectors / SMA-Female

Insertion Loss dB Max. 2.0 Dimension L*W*H mm 63*33*12

Ripple dB Max. 1.5 Weight Max.  g 70

Return Loss dB Min. 11.73 Surface / Paint Black

Group delay ns Max.
Rejection (dB Min) :  30dB@6­14GHz      

Power Handing W Max.   5

 

 Special Request : 
 

3, CAD Drawing

Unit：MM / [Inch]，Unless otherwise specified, Outline drawing ±0.2MM ; Hole±0.1MM
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