ﬂﬁanda DC to 70 GHZ 505001 50 Ohm 10dB 2.92mm-Female Directional Coupler From 26.5 to 40GHz
MICROWAVE Broadband RF Components Rated at 30 WattS(CW)

10dB Directional Coupler

Type Stripline

Coupling Balance 10dB

Freq. Range 26.5 to 40 GHz
P/N DC265400-1092_B
VER B

26.5 to 40 GHz 10dB Directional Coupler Technical Data Sheet DC265400-1092_B

Features
« Stainless Steel Connectors « Nominal Coupling 10dB
« Low Insertion Loss 1.6dB « ROHS and REACH Compliant
» Low Coupling Balance dB « High Directivity 12dB

Electrical Specifications

26.5 40 GHz

Freg. Range
Nominal Coupling Loss 0.46 dB
Insertion Loss 1.6 dB Excluding Nominal Coupling Loss
Main Line VSWR 1.5
Coupling VSWR 1.5
Nominal Coupling 10 dB
Coupling Balance dB
Freq. Flatness 1.0 dB
Directivity 12 dB
Average Power 30 w Cw
Peak Power 0.5 KW P-P
Impedance 50 Ohms
Operating Temp. -45 +85 T Relative Humidity 5 to 95%

Additional Conditions

# : Electronic Specification Note : Values at 25deg , sea level. Test indicators will deteriorate at high and low temperature ;
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Mechanical Specifications

Cavity Material Aluminum
PCB ROGERS , ARLON or TACONIC

Dimension L*W*H 28*15*%12.7 mm
Input Connector 2.92mm-Female Stainless Steel
Output Connectors 2.92mm-Female Stainless Steel

Weight 30 g

Finishing Paint Black

Environment x Indoor
RoHS and REACH Compliant v

Outline Drawing

Dimensions are in mm [Inches]

Tolerances : Outline drawing: £0.2 [0.008],
Hole: £0.2 [0.008]
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Test Curve

Test Freq. Range 26.5 to 40 GHz
Test Temperature +25°C 10dB Directional Coupler
P/N DC265400-1092_B

Input Port VSWR Thru-Port VSWR

® ®

Trc1 m SWR 100mUf Ref1U Cal 1 (Max) Tret B SWR 100 mUf Ref 11U Cal 1 {Max)
- <01 | 26000000 GHz {1968 U - A1 | 26000000 GHz 1989 L
M2 | 40000000 GHz 12252 U + 2 40000000 GHz 2237 U
I 1900 |- 1900
I 1800 |- 1200
1700 | 1700
I 1800 |- 1800
I 1500 |- 1500
I 1400 |- 1400
I 1300 |- 1300
M1 2 w M2
| 1200 h 4 \ /\\/ /’!\ L 1200 A 4 \ /\X.,\
—\ﬁ{ L 1140 \/
L 1000 L 1000
Ch1 fb Start 24 GHz Pb 0 dBm Stop 471 GHz Ch1 fb Start 24 GHz Pb 0dBm Stop 41 GHz
9/10/2018, 3:02 AM 972018, 1:13 AM

® ®

Trcd SWR 100mUf Ref1U Cal 4 [Max) Trz3 B dEMag 16dES Ref0dE  Cal 3 iMax)
- <01 | 26000000 GHz  4.2705 U - A1 000000 GHz -1[1260 dB
M2 40000000 GHz 13211 U M2 40000000 GHz -14318 dB
1300 6.4
1300 Y
1700 a2
1500 Y
1500 oo
M1 M2
1400 Fo1 — — =Y
2
L 42001 /!\ a2
ﬂ/&\ /\ /"\_\\/ »
1100 )
— 1000
Ch1 fb Start 24 GHz Pb 0 dBm Stop 471 GHz Ch1 fb Start 24 GHz Pb 0dBm Stop 41 GHz
9/10/2018, 3:02 AM 9/7/2018, 12:56 AN

Coupling Directivity
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