
50 Ohm 3dB 90deg Hybrid Coupler from 26.5 to 40GHz Rated at 20

Watts
 

 

  26.5 to 40GHz 3dB 90deg Hybrid Coupler HC265400992
 
 

1, Configuration
 

40 GHz, 2.92mmFemale Hybrid Coupler ; 

Ultra Broadband, MultiOctave ; 

Phase Balance 16deg, Amp. Balance 1.4dB ; 

Operating Temperature: 55 to +105℃.
 

2, Specifications   ′Electrical Specifications measured in a 50Ω system, Values at 25 ℃″
 

Parameter Unit Specification Parameter Unit Specification

Freq. Range GHz / 26.5 - 40 Operating Temp. ℃ -55 to +105

Impedance Ω / 50 ROHS Compliant / Yes

Nom. Degree deg / 90 Input  Connectors / 2.92mm-Female

VSWR / Max. 1.7 Output Connectors / 2.92mm-Female

Insertion Loss dB Max. 2.0 Dimension L*W*H mm 43.7*21.9*12.7

Amp. Bal. dB Max 1.4 Weight Max.  g 50

Phase Bal. deg Max. 16 Surface / original colour

Isolator dB Min. 14

EXincludes Couplig loss insertion loss.CW Power W Max. 20

Peak Power KW Max. 3

 
Special Request ：

 

3, CAD Drawing

Unit：MM / [Inch]，Unless otherwise specified, Outline drawing ±0.2MM ; Hole±0.1MM

 

 Panda Microwave Limited   Tel : +862883172805 ; 85686213  Http://www.pandamw.com   Email : info@pandamw.com  

http://pandamw.com/
http://www.pandamw.com/
http://pandamw.com/
mailto:info@pandamw.com

